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Wels, am 11.01.2017 

SETTINGS REQUIRED BY CEZ DISTRIBUCE 

Fronius International GmbH 

hereby confirms that the following inverters fulfill EN 50438:2013: 

/ Fronius Primo 3.0-1 to 8.2-1 

/ Fronius Symo 3.0-3 to 8.2-3 

/ Fronius Symo 10.0-3 to 20.0-3 

/ Fronius Symo Hybrid 3.0-3 to 5.0-3 

/ Fronius Eco 25.0-3 to 27.0-3 

/ Fronius Galvo 1.5-1 to 3.1-1 

The current country setup CZ includes the default settings of EN 50438:2013 of the interface protection that is 
equivalent to the required settings of TAB. 1 in the document “PŘÍLOHA 4 PPDS: PRAVIDLA PRO PARALELNÍ 
PROVOZ ZDROJŮ SE SÍTÍ PROVOZOVATELE DISTRIBUČNÍ SOUSTAVY; květen 2016” 

Additional requirements of “PŘÍLOHA 4 PPDS: PRAVIDLA PRO PARALELNÍ PROVOZ ZDROJŮ SE SÍTÍ 

PROVOZOVATELE DISTRIBUČNÍ SOUSTAVY; květen 2016“ are fulfilled as explained: 

• Active power reduction at over-frequency (9.3.1) ist fulfilled as required with the CZ setup without any need

for parameterization.

• LVRT (9.2.2.1) is fulfilled by all inverter series with inverters >16A as required in TS 50549-1
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• Q(U) function can be set to the values of figure 1 by following the service manual.  

 

Figure 1 

 

• P(U) function can be set to the values of figure 2 by following the service manual. 

 

Figure 2 
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